Date: Sun, 30 Oct 94 04:30:15 PST 

From: Ham-Ant Mailing List and Newsgroup <ham-ant@ucsd.edu> 
Errors-To: Ham-Ant-Errors@UCSD.Edu 

Reply-To: Ham-Ant@UCSD.Edu 

Precedence: List 

Subject: Ham-Ant Digest V94 #360 

To: Ham-Ant 


Ham-Ant Digest Sun, 30 Oct 94 Volume 94 : Issue 360 


Today's Topics: 
Gamma-Match 


Send Replies or notes for publication to: <Ham-Ant@UCSD.Edu> 
Send subscription requests to: <Ham-Ant-REQUEST@UCSD.Edu> 
Problems you can't solve otherwise to brian@ucsd.edu. 


Archives of past issues of the Ham-Ant Digest are available 
(by FTP only) from UCSD.Edu in directory "mailarchives/ham-ant". 


We trust that readers are intelligent enough to realize that all text 
herein consists of personal comments and does not represent the official 
policies or positions of any party. Your mileage may vary. So there. 


Date: Thu, 27 Oct 1994 22:15:00 
From: roschews@panix.com (Rob Roschewsk) 
Subject: Gamma-Match 


How does one determine what kind of capacitor should be used for a gamma feed 


for a 1/2 wave antenna???? Previously... I used the "emperical" method by 
Swapping in and out various sizes till one started to work. I tried working 
backwards..... trying to figure why the value I finally choose worked but 


didn't make much sense. 


--> KA2PBT 


End of Ham-Ant Digest V94 #360 
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